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STA. 202419 TO STA. 215+35 [
STA. 219+24 TO STA. 229+00 ’

STA. 231+67 TO STA. 241+48
STA. 246404 TO STA. 252+73
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EXISTING TYPICAL SECTION

(STA. 259+74 TO STA. 261+46)

(NOTE: CORRUGATED MEDIAN FROM STA. 260+54 TO STA. 261+37 IS TO
BE MILLED DOWN TO THE PROPOSED MILLING SURFACE AND NOT REMOVED.)

| \ PR

EXISTING TYPICAL SECTION

STA. 256+28 TO STA. 258475
(IL 161 OMISSION
STA. 258+75 TO STA. 259+74) : LEGEND

(1) EXISTING P.C.C. BASE COURSE, 10" EXISTING COMBINATION CONC. C&G, TYPE B-9.24
(2) EXISTING SUB-BASE, 4 (D EXISTING COMBINATION CONC. C&G, TYPE M-6.06 //// MEDIAN REMOVAL
(3 EXISTING BITUMINOUS OVERLAY @ EXISTING COMBINATION CONC. C&G, TYPE B-6.24
(4) EXISTING CONCRETE MEDIAN @3 EXISTING SANDFILL
(5) EXISTING BASE COURSE, 11 1/2" EXISTING P.C.C SIDEWALK, 4" HMA SURFACE REMOVAL 1 1/27
(6) EXISTING BIT. CONC. SUR. CRSE., TYPE 2 (VARIES 17 TO 2'-1%) @ EXISTING BIT. CONCRETE BINDER COURSE, 1 1/2”
(7) EXISTING LEVEL. BIND. (MM) MIX C, TYPE 2, 3/4" AND VAR. EXISTING STABILIZED SHOULDER, 8"
EXISTING BIT. CONC. SUR. CRSE., MIX D, CLASS I, TYPE 2, 1 1/2” () EXISTING STABILIZED BASE COURSE, 6
(9 EXISTING CONC. PAVEMENT (10-10-8-10-10) EXISTING SUB BASE GRANDULAR MATERIAL, TYPE C
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